
Spec. AVE. Spec. AVE. Spec. AVE. Spec. AVE.

(mm) ±3 --- ±5 --- ±5 --- ±5 ---

(μm) --- 1.9 --- 3.8 --- 2.0 --- 1.3

(±μm) 0.5 0.088 0.5 0.094 0.5 0.075 0.5 0.133

(μm) 2.0 0.356 2.0 0.171 2.0 0.874 2.0 0.666

Horizontal (μm) 1.0 0.237 1.0 0.361 1.0 0.132 1.0 0.358

Vertical (μm) 1.0 0.154 1.0 0.212 1.0 0.201 1.0 0.176

(μm) 1.0 0.35 1.0 0.118 1.0 0.252 1.0 0.353

(arcsec/N・cm) 0.6 0.474 0.1 0.118 0.1 0.058 0.03 0.029

(mm) ±3 --- ±5 --- ±5 --- ±5 ---

(μm) --- 2.3 --- 1.2 --- 1.4 --- 1.7

(±μm) 0.5 0.075 0.5 0.102 0.5 0.067 0.5 0.186

(μm) 2.0 0.354 2.0 0.193 2.0 0.819 2.0 1.097

Horizontal (μm) 1.0 0.253 1.0 0.35 1.0 0.125 1.0 0.473

Vertical (μm) 1.0 0.187 1.0 0.179 1.0 0.114 1.0 0.345

(μm) 1.0 0.288 1.0 0.133 1.0 0.222 1.0 0.589

(arcsec/N・cm) 0.6 0.434 0.1 0.108 0.1 0.052 0.05 0.013

(deg) ±3 --- ±5 --- ±5 --- ±5 ---

(deg) 0.005 0.0013 0.005 0.0014 0.005 0.0001 0.005 0.0013

(±deg) 0.001 0.0002 0.001 0.0001 0.001 0.0001 0.001 0.0001

(deg) 0.005 0.0013 0.005 0.0011 0.005 0.0006 0.005 0.0008

(μm) 5.0 2.708 5.0 1.621 5.0 2.014 5.0 1.938

(μm) 3.0 0.517 3.0 0.696 3.0 0.757 3.0 1.277
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Y

Motion Range

Accumulated Lead Error

Repeatability

Lost Motion

Straightness

Backlash

Moment Load Stiffness

Motion Range

θ

Lost Motion

Angular Repeatability

Backlash

Surface Runout

Eccentricity
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Average of actual measurement value    [ Motorized XYθ Stages] 
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