Average of actual measurement value

[ Motorized Swivel (Tilt) Stages |

Aluminum Body / Gross—Roller Guide / Worm and Worm Wheel
Model Number SA04B-RT02

SA04B-RM02 SA05B-RT02 SA05B-RM02 SA05B-RB02 SA07A-RT02 SA07A-RM02 SA07A-RB02
Specification / Average of measurement value
Repeatability (*deg) 0.001| 0.0001 0.001| 0.0001 0.001| 0.0001 0.001| 0.0001 0.001| 0.0001 0.001| 0.0001 0.001| 0.0001 0.001| 0.0001
Lost Motion (deg) 0.004| 0.0016 0.004| 0.0013 0.003| 0.0016 0.003| 0.0011 0.003| 0.0009 0.003| 0.0007 0.003| 0.0006 0.003| 0.0004
Backlash (deg) 0.001| 0.0001 0.001| 0.0001 0.001| 0.0002 0.001| 0.0001 0.001| 0.0001 0.001| 0.0001 0.001| 0.0001 0.001| 0.0001
Moment Load Stiffness | (arcsec/N-cm) 0.41 0.297 0.41 0.296 0.31 0.205 0.31 0.19 0.31 0.195 0.09 0.045 0.09 0.046 0.09 0.045

Model Number

SA10A-RTO1

SA10A-RMO1

SA10A-RBO1

SA13A-RTO1

SA13A-RMO1

SA16A-RTO1

SA16A-RMO1

Specification / Average of measurement value
Repeatability (*deg)| 0.001 0.0001 0.001 0.0001 0.001 0.0001 0.001 0.0001 0.001 0.0001 0.001 0.0001 0.001 0.0001
Lost Motion (deg)| 0.002 | 0.0005| 0.002 | 0.0004| 0.002| 0.0003| 0.005| 0.0008| 0.005| 0.0006| 0.005| 0.0006( 0.005 | 0.0004
Backlash (deg)| 0.001 0.0001 0.001 0.0001 0.001 0.0001 0.003 | 0.0001 0.003 | 0.0001 0.003 | 0.0001 0.003 | 0.0001
Moment Load Stiffness | (arcsec/N-cm) 0.02 0.01 0.02 0.01 0.02 0.01 0.02 0.009 0.02 0.009 0.02 0.008 0.02 0.008

Aluminum Body / Cross—Roller Guide / Ball Screw

Model Number

SA05A-R2T01

SA05A-R2MO1

SA05A-R2B01

SA07A-R2T01

SA07A-R2M01

SA07A-R2B01

Specification / Average of measurement value
Repeatability (*deg) 0.003| 0.0001 0.003| 0.0001 0.003| 0.0001 0.001| 0.0001 0.001| 0.0001 0.001| 0.0001
Lost Motion (deg) 0.003| 0.0012 0.003| 0.0006 0.003| 0.0006 0.003| 0.0006 0.003| 0.0004 0.003| 0.0002
Backlash (deg) 0.003 0.001 0.003 0.001 0.003 0.001 0.003| 0.0006 0.003| 0.0004 0.003| 0.0003
Moment Load Stiffness | (arcsec/N-cm) 0.41 0.29 0.41 0.283 0.41 0.295 0.06 0.036 0.06 0.037 0.06 0.038

SAO5A-R2T

SA07A-RMO1

SA16A-RMO1
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