
Aluminum Body / Cross-Roller Guide / Wedge / Ball Screw

Spec. AVE. Spec. AVE. Spec. AVE. Spec. AVE.

(mm) ±1.5 - ±2.5 - ±2.5 - ±8 -

(±μm) 0.50 0.04 0.50 0.05 0.50 0.02 0.50 0.09

(μm) 0.30 0.16 0.30 0.10 0.30 0.10 0.50 0.16

(μm) 5.00 2.47 5.00 1.55 4.00 1.53 10.00 2.45

(μm) 3.18 1.89 0.69 1.83

Aluminum Body / Cross-Roller Guide / Wedge / Ground Screw, Ball Screw

Spec. AVE. Spec. AVE. Spec. AVE. Spec. AVE.

(mm) ±2.5 - ±4 - ±4 - ±7 -

(±μm) 0.50 0.07 0.50 0.06 0.50 0.06 0.50 0.07

(μm) 2.00 0.53 2.00 0.38 1.00 0.24 1.00 0.28

(μm) 4.00 0.98 6.00 1.51 5.00 1.68 5.00 2.15

(μm) 7.61 11.70 6.13 34.37

Aluminum Body / Tetrahedral Flat-Roller Guide/ Belt-Drive

Spec. AVE. Spec. AVE. Spec. AVE. Spec. AVE.

(mm) CW:4  CCW:10 - ±10 - ±15 - ±25 -

(±μm) 0.50 0.05 0.50 0.05 0.50 0.05 0.50 0.04

(μm) 1.00 0.22 2.00 0.48 2.00 0.59 2.00 0.28

(μm) 8.00 3.38 6.00 1.62 8.00 2.52 8.00 3.08

(μm) 1.84 1.71 3.07 1.83

Model Number ZA05A-W2C01 ZA07A-W2C02 ZA10A-W2C02 ZA16A-W2C01

Specification / Average of measurement value

Repeatability

Lost Motion

Vertically

Accumulated Lead Error

ZA10A-W202

Model Number NEW  ZA07A-V201 ZA07A-V1F01 ZA10A-32F01

Specification / Average of measurement value

Repeatability

Lost Motion

Vertically

Accumulated Lead Error

Model Number ZA04A-W101 ZA05A-W101

ZA16A-32F01

Motion Range

Motion Range

Motion Range

ZA07A-W202

Specification / Average of measurement value

Repeatability

Lost Motion

Vertically

Accumulated Lead Error

Average of actual measurement value    [ Motorized Vertical Linear Stages] 

ZA07A-W2C02

ZA16A-32F01

ZA10A-W2C02
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