5-Phase stepper motor driver

Wiring cable set with connector for MD-255F

CL-2F

M This product is use for MD-255F only. Do not use other product.
B Please, refer the operation manual of each driver when you using this item.

® Wiring Diagram
SIGNAL |, QTY : 2pcs

600mm [ Cable Color] [ Signal]
- f \
1 — Brown CW+ }
Z — Red CW— CW Pulse Input
13 | [ Orange CCW+ }
1| Yellow CCW— CCW Pulse Input
5] | [ Green  H.O+ } - o
0 — \ Blue H.O— Motor excitation OFF signal input
- Cable : UL1007 AWG22
Connector Mode : JST Mfg. Co., Ltd. XAP-06V-1
oTY : 2 ‘" Motorwiing
MOTOR - £PCs ! mn
| 600mm } [ Cable Color ] : [5Lead] [ 10 Lead ] :
[ Blue 1 Blue Blue + Black I
[ Red ! Red o Red+Brown |
[ Orange 1 Orange Orange + Purple |
e Green I Green Green + Yellow
1 1
e Black \ Black White + Gray !
- \ Cable : UL1007 AWG22 S - -
Connector Mode : JST Mfg. Co., Ltd. XAP-05V-1
POWER |QTY:1pcs 600mm | [Cable Color] [ Signal]
] |
[ Red Power  DC24V 5%
[ Black GND
— \Cable 1 UL1007 AWG18

Connector Mode : JST Mfg. Co., Ltd. VHR-2N




